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 CONTROL MODULE
Air curtains FINESSE / STANDESSE are produced with universal connection interface.
Air curtains FINESSE / STANDESSE can be controlled by one of following control modules: BASIC, COMFORT,  SUPERIOR.
Control modules are required accessories and has to be orderot separatelly.
Air curtain is connected with control module by „Quick connection sockets“

    PLEASE NOTE

• If the unit was transported in temperatures lower than 
0°C, after unpacking, leave it in operational conditions 
for at least two hours without activating in order to 
compensate the inner temperature.

CONTROL THE DELIVERY
    PLEASE NOTE

Check the product for damages immediately after delive-
ry In case damage on the packaging, contact the carrier 
Claims not filed in due time will be disregarded.

• Check that it corresponds to the type of product orde-
red. In case of discrepancy, do not unpack the product 
and contact the vendor.

• After unpacking, check that the product and all the 
other components are in good order. In case of doubt, 
contact the vendor.

• Do not install a damaged unit!
• If you will not unpack the product immediately after de-

livery, store it indoors, in a dry place with ambient tem-
peratures between +5 °C and +40 °C.

PACKAGE CONTENTS

+5 oC

+40 oC

All the packaging material is 
environmentally friendly and can be 
reused or recycled. Contribute actively 
to the protection of the environment 
and ensure the proper disposal or 
recycling of the packaging materials.

 INSTALLATION

SUPERIOR MASTER

1x

1x

SUPERIOR SLAVE

1x

1x

1x

VCST4-AGSU1-S...V2  1x

VCST4-AGSU1-M...E2/S0  2x
VCST4-AGSU1-M...V1 3x

delivery. In

za carrier přidat tečku

if

chybí tečka na konci
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INSERT CONTROL MODULE TO THE AIR CURTAIN
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• Vzduchová clona musí být chráněna vhodným jističem v souladu s jeho elektrickými parametry. 
Z bezpečnostních důvodů se nedoporučuje předimenzovaná ochrana. 

• Vzduchová clona musí bý zapojena pomocí systému TN-S, což znamená, že neutrální vodič musí 
být vždy zapojený. 

• Hlavní spínač vypnutí musí být umístěn v el. napájecí síti, aby odpojil všechny póly sítě. 
• Elektrický stupeň krytí vzduchové clony je IP20.

Vzduchová clona STANDESSE Comfort je vybavena pojistkou (s T vlastnostmi - pomalé foukání). 
Tato bezpečnostní pojistka chrání elektronický panel a ventilátory. Nachází se pod servisním kry-
tem vedle konektorů hlavního el. zdroje. 

6. 3 ŘÍDÍCÍ MODULY

Vzduchové clony STANDESSE Comfort jsou vyráběny s univerzálním propojovacím rozhraním. 
Vzduchové clony STANDESSE Comfort  mohou být řízeny jedním z následujících řídících modulů. 
Řídící moduly jsou nutným příslušenstvím a musí být objednávány zvlášť. 
Vzduchová clona je připojena k řídícímu modulu 

pomocí "Rychlých připojovacích konektorů" 

6.3-1 Vložte řídící modul do vzduchové clony 
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Connection to the regulation control panel and accessories

3
a) b)

c) d) Connect the remote cont-
rol and accessories to the 
terminals on the PCB

CONNECTING THE CONTROL

1.

3.

2.

4.
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 INSTALLATION

control možno spojit
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EXTERNAL ACCESSORIES
SUPERIOR MASTER

1 Room sensor (accessories)

2 LPHW out sensor (included in delivery)

3 Outside air sensor (included in delivery)

4 Signal to SLAVE unit

5 Control panel

6 Antifreeze thermostat (NC)

7 RUN contact (relay contact, NO/NC)

8 ERROR contact (relay contact, NO/NC)

9 Water pump (relay contact)

10 DOOR contact (input, NO/NC)

11 Room thermosat (input, NO/NC)

12 External control (input, NO/NC)

13 Water valve control (0-10V)

1 2 3

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND

CAPTEUR 
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DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)
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CAPTEUR 0-10V

15VAC
Capteur CO /HR

VDC
0-10

24VAC
Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT
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SENSOR

SENSOR

SENSOR
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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MIX. POINT / OUTDOOR 

UNIT DX
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MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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!

!

defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR

1

5

6

11

17

15 16

2 3

4 7 12 13 14

8 9 10
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171 15 184 16

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
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E-SCH-RGJ-HR853-050-D06378                  

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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(two-wire shielded cable)
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(Output for outdoor unit)
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7 98

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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SUPERIOR SLAVE

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral

Entrée

24VAC

24V GND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND

2 1

V+ 0-10 VDC
CO2 /RH/VOC/EXT

CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V

15VAC
Capteur CO /HR

VDC
0-10

24VAC
Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale

Registre 

m
ax

.1
A

 

m
ax

. 5
0 

m
 

Air Neuf

79 80

70 69 68 67 66 65

81 82 55 56

Registre 
Air Rejeté

77 78

23 24

230VAC
POMPE

DE CIRCULATION

76 75

25 26 49 50

59 60

OUTPUT

     DX = ON/OFF 
(Sortie pour unité 

exterieure)

72 71

CONTACT 
ERREUR

Commande 
á distance

63 64

CONTACT 
EXTERNE
ON/OFF

53 54 51 52

CONTACT
INCENDIE

CMSI

62 61

BOOST

BOOST

57 58

boitier de commande

J1/J2

GND GND

1513 14

9
8
7

10

5
4
3
2
1

6

12
11

16 17 18 19 20 21 22 23 24

8283 81 80 79 78 77 76 75 74 73

25 26 27 28 29

68 67 66 65 64 63 62 61 60 59 58 57 56 55 54 53 52 51

31 33 35 36 37 38 39 40 41 42 43

9

44 45 46 47 48 49 5030 32 34

72 71 70 69

GND

N L LO L LO L LO N

GND
GND0-10V

+SSR -SSRGND0-10V
VENT-INT

230VAC
PIR

230VAC
FLAP-INT

230VAC
FLAP-EXT

230VAC
W. PUMP

ALARM
HEATER

RUN
OUTPUT

COOL/HEAT
HEAT PUMP HEAT PUMP

ERROR DEFROST EXTERNAL
ON/OFF

FIRE BOOST
PRESENCE

SENSOR
PIR

REC ERR

TR
AN

SF
-

24
VA

C
TR

AN
SF

-
15

VA
C

TR
AN

SF
-

12
VA

C
L-

VE
NT

IN
T-

EX
T

L
N

N

L-T
R

N-
TR

~
VENT-EXT HEATER/

COOL/PUMP
PREHEATER
0-10V GND

POSTHEATERREC/BYP
GNDPWM GNDPWMRPM

(TC)
RPM 24VAC 24VAC T-EXT-1 T-EXT-2 T-EXT-3 T-INT-1 T-INT-2

FILTER

INT

T-WATER T-WATER T-ROOM

JP1
LED1

DATA

SWOTX RX

-OUT -IN(TC) 1 ~2 ~1 ~2

15VAC IN  GND
CO2/RH/EXT

21

1 2

10

ModBUS RTU via 
Rs485

GTC
ou

FUSE
(VENT-EXT)

FUSE
(VENT-INT)

FUSE
(PCB)

FUSE
(PERIPHERY)

!

!

defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR

1

5

6

11

17

15 16

2 3

4 7 12 13 14

8 9 10

E-SCH-RGJ-HR853-050-D06378                  

5 6

N
TC

 1
0K

ENRUPLITCS

1SMU - power supplyСмесительный узел – источник питанияUkład mieszający  zasilaniePunto di miscelazione - alimentazioneSMU - napájení

2Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3Spatial sensorВнутренний датчикCzujnik przestrzennySensore ambientaleProstorové čidlo teploty

4Flap - inlet (fresh air)Клапан свежего воздухаKlapa świeżego powietrzaAletta – Aria frescaKlapka pro čerstvý vzduch

5Flap - outletКлапан отработанного воздухаKlapa wydechuAletta - ScaricoKlapka pro odvodní vzduch

6Water pumpВодяной насос (конденсат)Pompa wodnaPompa dell‘acquaVodní čerpadlo

7RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8C/O - cooling/heating C/O - охлаждение/ обогревC/O - chłodzenie / ogrzewanieC/O – raffreddamento/riscaldamentoC/O - chlazení/topení

9Direct evaporator - ERRORПрямой выпариватель - ERRORProsty parownik – ERROR (błąd)Evaporatore diretto – ERRORPřímý výparník - ERROR

10Direct evaporator - defrostПрямой выпариватель - РАЗМОРОЗКАProsty parownik - odmrażanieEvaporatore diretto - SCONGELAMENTOPřímý výparník - ODMRAŽOVÁNÍ

11External control -ON/OFFВнешнее управлениеSterowanie zewnętrzne  Wł./Wył.Accensione/spegnimento esternoExterní ovládání ON/OFF

12Alarm - FIREПожарный извещательWejście stycznika pożarowegoFiammaPoplach - FIRE

13BOOST regimeФункция BoostFunkcja BOOSTBoostRežim BOOST

14Recuperator - ERRORОшибка рекуператораUsterka rekuperatoraErrore – recuperatoreChyba rekuperátoru

15The air quality sensor - power supplyCO2/RH/VOC - источник питанияCO2/RH/VOC - zasilanieCO2/RH/VOC - alimentazioneČidlo kvality vzduchu - napájení

16The air quality sensor - control signalCO2/RH/VOC - данныеCO2/RH/VOC - dataCO2/RH/VOC - datiČidlo kvality vzduchu - ovládání

17Presence sensorДатчик движенияCzujnik ruchuSensore di presenzaČidlo přítomnosti

N - Neutral

Entrée

24VAC

24VGND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND

21

V+0-10 VDC
CO2 /RH/VOC/EXT

CO2 / RH/VOC
EXTERNAL

CAPTEUR 0-10V

15VAC
Capteur CO /HR

VDC
0-10

24VAC
Alimentation 

vanne

0-10V 
Vanne/ Groupe Exterieur DX

Capteur Externe.
Câble deux fils blindé

alimentation générale

Registre 

m
ax.1A

 

m
ax. 50 m

 

Air Neuf

7980

706968676665

81825556

Registre 
Air Rejeté

7778

2324

230VAC
POMPE

DE CIRCULATION

7675

25264950

5960

OUTPUT

     DX = ON/OFF 
(Sortie pour unité 

exterieure)

7271

CONTACT 
ERREUR

Commande 
á distance

6364

CONTACT 
EXTERNE
ON/OFF

53545152

CONTACT
INCENDIE

CMSI

6261

BOOST

BOOST

5758

boitier de commande

J1/J2

GNDGND

15 1314

9
8
7

10

5
4
3
2
1

6

12
11

161718192021222324

82 83818079787776757473

2526272829

686766656463626160595857565554535251

3133353637383940414243

9

44454647484950 303234

72717069

GND

NLLOLLOLLON

GND
GND 0-10V

+SSR-SSR GND 0-10V
VENT-INT

230VAC
PIR

230VAC
FLAP-INT

230VAC
FLAP-EXT

230VAC
W. PUMP

ALARM
HEATER

RUN
OUTPUT

COOL/HEAT
HEAT PUMPHEAT PUMP

ERRORDEFROSTEXTERNAL
ON/OFF

FIREBOOST
PRESENCE

SENSOR
PIR

REC ERR

TRANSF-
24VAC

TRANSF-
15VAC

TRANSF-
12VAC

L-VENT
INT-EXT

L
N

N

L-TR
N-TR

~
VENT-EXTHEATER/

COOL/PUMP
PREHEATER
0-10V GND

POSTHEATER REC/BYP
GND PWMGND PWM RPM

(TC)
RPM24VAC24VACT-EXT-1T-EXT-2T-EXT-3T-INT-1T-INT-2

FILTER

INT

T-WATERT-WATERT-ROOM

JP1
LED1

DATA

SWO TXRX

-OUT-IN (TC)1
~

2
~

1
~

2

15VACIN  GND
CO2/RH/EXT

2 1

12

10

ModBUS RTU via 
Rs485

GTC
ou

FUSE
(VENT-EXT)

FUSE
(VENT-INT)

FUSE
(PCB)

FUSE
(PERIPHERY)

!

!

defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh airOUTLET DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROLFIRE WATER

PUMP CONTROLERROR
CONTACT

PRESENCE
SENSOR

SENSOR

SENSOR

1

5

6

11

17

1516

23

47121314

8910

E-SCH-RGJ-HR85 3-050-D06378                  

1920

8

64 5

2
3

1

1 LPHW out sensor (included in delivery)

2 Signal to SLAVE unit
3 Antifreeze thermostat (NC)
4 External control - ON/OFF
5 Room thermostat (input)
6 DOOR contact (input)
7 Signal from MASTER unit
8 Water valve control (0-10V)

9 SLAVE

1 1

2 2

3 3

4 4

5 5

SLAVE

6 6

7 7

8 8

9 9

10 A

7

24V GND

in control module
in Steuermodul

24V GND

0-10V

HEAT
0-10V

EXTERNAL ACCESSORIES

9

VCST4-AGSU1-S-EC-EF VCST4-AGSU1-S-EC-SO VCST4-AGSU1-S-EC-VF



72VV. Creating innovative solutions for you and your business since 1995.

Max 150m

MASTER SLAVE no.1

The total length of all chained air curtains must not exceed 150 m!

ELECTRICAL DRAWINGS - CHAINING
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The total lenght of the cable must not...
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Return temperature sensor Room sensor

Outdoor temperature sensor

The outdoor temperature sensor is located on the north side of the building so that it is not exposed to direct sunlight or 
other unwanted heat radiation. 
It is recommended to install the sensor in a protective box in which it is advisable to create a small hole for more accurate 
measurement.
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CONNECTING EXTERNAL ACCESSORIES

  PLEASE NOTE

•  The unit must be disconnected from the power supply to connect accessories.
•  All external control components must be connected according to the wiring diagram.
•  The connectors must be connected to the electrical board with adequate force and always perpendicular to the base.

DS door contact

  TECHNICAL INFORMATION

- Isolated switching contact with maximum voltage 230V, 6A
- IP67, can be connected as a break or switching contact

  CAUTION!

Not included with the product.

DK-B3 door contact

TECHNICAL INFORMATION

- Isolated switching contact with maximum voltage 12V. 
Cable - Two-core cable with a cross section of 0,5 mm2. - Maximum length: 50 m

  CAUTION!

Not included with the product.

Thermostatic valve – TV1/1

TECHNICAL INFORMATION

- Thermostatic valve to regulate the water exchanger
- Suitable for all types of curtain with water exchanger 
- Works independent to the electronic controls

 CAUTION!

Not included with the product.

Zone valve ZV-3-24V / ZV-2-24

TECHNICAL INFORMATION
 
– Zone valve to regulate the water exchanger 0-10V
– Cable - 0.5 mm2 Supply 24 V/ 50/60 Hz (24V external source, included), control 0-10V 
 

 CAUTION!
Not included with the product.

 ACCESSORIES

Your partner in ventilation...

Produced in EU

032
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AIR CURTAINS  LUFTSCHLEIER

  ECONOMIC-B Basic VCZ-02

ACCESSORIES ZUBEHÖR

Erforderliches Zubehör

Verbindungskabel 
Die Steuerung wird an die Luftschleier mit der SM-
Steuerung mit einem üblichen Elektroinstallationskabel 
(Steuerungsspannung 230 V) angeschlossen, siehe Kapitel 
„Elektrische Schaltpläne“. Die günstigste Kabeldimension 
muss laut konkreten Installationsbedingungen bestimmt 
werden. Dieses Kabel muss die Firma, die die 
Luftschleierinstallation anschließt, liefern.  

Wählbares Zubehör

Thermostatventil
TV1-1/1 (nähere Beschreibung auf der Seite 399)

Dreiwegventil mit Servoantrieb 
ZV-3 (nähere Beschreibung auf der Seite 395)

Required accessories

Connection cable 
Controller for air curtains with the SM control is connected 
using common wiring cable (230 V control voltage), see 
“Wiring diagrams” chapter. A suitable cross-section of the 
cable shall be determined based on the particular 
installation conditions. This cable should be delivered 
by a company performing the air curtain electrical 
wiring.

Optional accessories

Thermostatic valve 
TV1-1/1 (detailed description on the page 
399) 

Three-way valve with servo drive 
ZV-3 (detailed description on the page 395) 

Mischknoten
SMU-xx-xx (nähere Beschreibung auf der Seite 390)

WIRING DIAGRAMS

The recommended cross-section of the main power supply 
cables is stated in the Instruction Manual.
All wiring diagrams provided in the technical catalog 
are indicative only. When assembling the product, 
observe strictly the nameplate ratings as well as 
directions and diagrams affixed directly to the 
product or enclosed to the product.

ELEKTRISCHE SCHALTPLÄNE

Empfohlene min. Dimensionierung der Leiter von der 
Hauptzuleitung der el. Energie ist in der Anleitung 
dargestellt.
Sämtliche, im Katalog angeführten, Schaltpläne sind 
nur informativ.  Bei der Montage des Produktes 
richten Sie sich ausschließlich nach den Schild-
werten und Schaltbildern, die entweder auf dem 
Produkt angebracht oder zum Produkt beigelegt 
sind.

Mixing point
SMU-xx-xx (detailed description on the 
page 390)

Door switch for air curtains fitted with the SM control
DS (detailed description on the page 428)

Turkontaktschalter fur die mit SM-gesteuerten 

Luftschleiern
DS (nähere Beschreibung auf der Seite 428)

Door switch for air curtains fitted with 
the RF control
DK-1  (detailed description on the page 
411)

Turkontaktschalter fur die mit RF-gesteuerten 
Luftschleiern 
DK-1 (nähere Beschreibung auf der Seite 411)

Produced in EU

REGULATION  РЕГУЛИРОВАНИЕ
The company reserves the right of change without previous announcement. ©2VV, spol. s r.o.

381

Your partner in ventilation...

TV1/1

The TV1/1 thermostatic valve is designed for controlling the 
heat output of water exchangers through throttling. It is 
used especially for controlling standalone water-type air 
heaters, heaters inbuilt into the ventilation units, heaters in 
air curtains, and so on.

The thermostatic valve shall be installed in sheltered dry 
indoor areas with the ambient temperature of +5 °C up to 
+60 °C.
Temperature of water being controlled shall range between 
0 °C and +90 °C and pressure shall not exceed 0.1 MPa.
The thermostatic valve is designed for controlling the 
heating water in accordance with VDI 2035. Water being 
controlled shall not contain any solid particles (sand, mud) 
or any chemicals.
The thermostatic valve comprises a fitting - DN25 (1“) and 
thermostatic head with 2 m capillary. 

BASIC FEATURES

Терморегулирующий клапан TV1/1 предназначен для 
регулирования теплопроизводительности водяных 
теплообменников путем дросселирования. Исполь-
зуется, главным образом, для регулирования отдельных 
водяных нагревателей воздуха, нагревателей в составе 
вентиляционных установок, нагревателей в составе 
воздушных завес и т.д.

Терморегулирующий клапан следует устанавливать в 
сухих, закрытых помещениях с температурой воздуха от 
+5 °C до +60 °C.
Температура воды, проходящей через клапан, должна 
быть в пределах от 0 °C до +90 °C, а максимальное 
давление 0,1 МПа
Терморегулирующий клапан предназначен для 
регулирования отопительной воды по стандарту VDI 
2035. Вода, проходящая через клапан, не должна 
содержать твердых частиц (песок, грязь) и каких-либо 
химикатов.
Терморегулирующий клапан представляет собой 
клапан DN25 (1“) с терморегулирующей головкой, 
оснащенной капиллярной трубкой длиной 2 м 

КРАТКАЯ ХАРАКТЕРИСТИКА

PRIMARY PARAMETERS ГЛАВНЫЕ ПАРАМЕТРЫ

1
4
5

R
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"
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o kousek výš jsou pomlčky, tady puntíky
tečky na konce odrážek

- Cable: Two-core...

Cable: 0.5...

kurzívu odstranit
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   PLEASE NOTE

Before starting up the unit, check the following:

• Did you leave inside tools or objects that could damage the unit?
• Is the supply of energy and heating water (if applicable) adequate?
• Is the unit well closed?
• Is the control module properly connected?
• Does the unit have adequate protection according to the applicable standards?

 TROUBLESHOOTING

pomlčky místo teček, ať jsou odrážky všude stejně
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Disconnect the main power supply before any intervention to the unit. If you are not sure of the correct steps, 
do not attempt to perform any repairs and call a professional service!

Description Unit 
behaviour Likely problem Solution

44 – Fan error Unit 
out of order

Overheated fan or non fuctional 
motor

Determine the cause of the overheating (defective 
bearing, short-circuit...) or replace the motor. 

45 – Mandatory 
maintenance/filter 
clogged

Unit 
operational

Filter clogged or the time to replace 
it has come

Replace filters. After replacing, do not forget to reset the 
MENU 1616 – FILTER TIMER

46 – Heater 
malfunction

Unit 
out of order

Heater malfunction Check the heater and the condition of the safety 
thermostat Does the heater have proper cooling?
Check engine running.

47 - malfunction in 
external temperature 
sensor (45,46)

Unit 
out of order

Temperature sensor malfunction on 
terminals 45,46

Check that the sensor is correctly connected to the 
electronics or test it measuring its resistance (the 
resistance value at +20°C is around 10kW)

48 – Outlet temperature 
sensor malfunction 
(49,50)

Unit 
out of order

Temperature sensor malfunction on 
terminals 49,50

Check that the sensor is correctly connected to the 
electronics or test it measuring its resistance (the 
resistance value at +20°C is around 10kW)

49 – Inlet temperature 
sensor malfunction 
(51,52)

Unit 
out of order

Temperature sensor malfunction on 
terminals 51,52

Check that the sensor is correctly connected to the 
electronics or test it measuring its resistance (the 
resistance value at +20°C is around 10kW)

60 – Exchanger’s 
return sensor 
malfunction (53,54)

Unit 
out of order

Temperature sensor malfunction on 
terminals 53,54

Check that the sensor is correctly connected to the 
electronics or test it measuring its resistance (the 
resistance value at +20°C is around 10kW)

61 – Room temperature 
sensor malfunction 
(55,56)

Unit 
out of order

Temperature sensor malfunction on 
terminals 55,56

Check that the sensor is correctly connected to the 
electronics or test it measuring its resistance (the 
resistance value at +20°C is around 10kW)

62 - malfunction in 
external temperature 
sensor from BMS

Limited 
operation of 
the device

Temperature sensor malfunction in 
BMS

Check that in the BMS that the address where the 
sensors sends the data is properly set 
(on the right regulator) Check the function of the sensor 
in the BMS

63 - malfunction in room 
temperature sensor 
from BMS

Limited 
operation of 
the device

Temperature sensor malfunction in 
BMS

Check that in the BMS that the address where the 
sensors sends the data is properly set 
(on the right regulator) Check the function of the sensor 
in the BMS

79 – Heating reduced 
due to low air flow

Unit 
operational

Only information The air flow settings were reduced, limiting the heater 
output to prevent overheating

65 – Communication 
error

Unit out of 
order

Communication error Check the communication cable for damages and if it 
is properly connected Observe the wiring diagram to 
prevent occurrences that may disrupt communication 
(wiring near high tension, phenomena on site causing 
disruptions)

Unit’s not working Unit 
out of order

Power supply interrupted Check that the power supply is not interrupted

Cracked fuse Check the fuse in side the control module

The heating switches 
off automatically

Unit 
operational 
but not 
heating

The heater overheats The heater overheats due to insufficient air flow. Check 
that the ventilators are in good order and that the air 

supply is not disrupted.

 TROUBLESHOOTING

repairs, and

vše zarovnat doleva
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   CAUTION!

• Do not use compressed air, chemicals, solvents or water to clean the unit.
• Use a soft brush or a vacuum cleaner to clean the suction cover and the inside of the unit.
• See the installation manual of the ESSENSSE NEO curtain

IF YOU ARE UNABLE TO REPAIR THE UNIT
If you were unable to solve a problem, contact the supplier or the representative of 2VV. Warranty and post-warranty 
service are provided by the supplier or an authorised service included in the list available at the supplier’s.

Give the following information to the supplier or service:
– type designation of the air curtain
– accessories in use
– place of installation
- serial number
– conditions of the installation (incl. electrical)
– period of operation
– detailed description of the malfunction

DECOMMISSIONING THE PRODUCT – LIQUIDATOIN
Before scrapping the product, make it unusable. Old products still have raw materials that can be reused. Take them to 
a collection centre for secondary raw materials. It is preferable to have the product liquidated by a specialist so that the 
recyclable materials may be reused. Take the unusable parts to an appropriate waste disposal site.

The liquidation of materials must observe the applicable waste management regulations.

 CLEANING

 SERVICE

místo teček pomlčky a tečku na konec poslední věty

dlouhou pomlčku jako všude jindy
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CONCLUSION
In case of any doubt or query, do not hesitate to contact our sales or technical support departments.

 CONTACT

 Address:
 2VV, s.r.o.,
 Fáblovka 568,
 533 52 Pardubice,
 Česká republika

 Internet:
 http://www.2vv.cz/

http://www.2vv.cz/
nepřidáme rovnou kontakt na podporu?


