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    PLEASE NOTE

• If the unit was transported in temperatures lower than 0°C, 
after unpacking, leave it in operational conditions for at 
least two hours without activating in order to compensate 
the inner temperature.

CONTROL THE DELIVERY
    PLEASE NOTE

Check the product for damages immediately after delivery In 
case damage on the packaging, contact the carrier Claims not 
filed in due time will be disregarded.

• Check that it corresponds to the type of product ordered. In 
case of discrepancy, do not unpack the product and contact 
the vendor.

• After unpacking, check that the product and all the other 
components are in good order. In case of doubt, contact the 
vendor.

• Do not install a damaged unit!
• If you will not unpack the product immediately after delivery, 

store it indoors, in a dry place with ambient temperatures be-
tween +5 °C and +40 °C.

PACKAGE CONTENTS

+5 oC

+40 oC

All the packaging material is 
environmentally friendly and can be 
reused or recycled. Contribute actively to 
the protection of the environment and 
ensure the proper  disposal or recycling 
of the packaging materials.

1x

1x 1x

1x

2x VCES2-SU-*-E (10 m)

3x VCES2-SU-*-V (10 m, 3,2m)

1x
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1.2 CONNECTING THE CONTROL

1. INSTALLATION

1. 2. 3.
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* Recommended UTP CAT5 data cable (twisted pair)
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1.1 CONNECTING THE CONTROL MODULE TO THE AIR CURTAIN 



4 2VV.Creating innovative solutions for you and your business since 1995.

1.2 EXTERNAL ACCESSORIES

1 Room sensor (included in delivery)

2 LPHW out sensor (included in delivery)

3 Outside air sensor (included in delivery)

4 Signal to SLAVE unit

5 Control panel

6 Antifreeze thermostat (NC)

7 RUN contact (relay contact, NO/NC)

8 ERROR contact (relay contact, NO/NC)

9 Water pump (relay contact)

10 DOOR contact (input, NO/NC)

11 Room thermosat (input, NO/NC)

12 External control (input, NO/NC)

13 Water valve control (0-10V)

1. INSTALLATION

SUPERIOR MASTER

G
N

D

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX
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MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX
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MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel
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CONTROL FIREWATER

PUMP CONTROL ERROR
CONTACT
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171 15 184 16

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel
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CONTROL FIREWATER

PUMP CONTROL ERROR
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EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh air OUTLET  DX = ON/OFF 
(Output for outdoor unit)

Control panel

EXTERNAL 
CONTROL FIREWATER

PUMP CONTROL ERROR
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7 98

EN RU PL IT CS

1 SMU - power supply Смесительный узел – источник питания Układ mieszający  zasilanie Punto di miscelazione - alimentazione SMU - napájení

2 Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3 Spatial sensor Внутренний датчик Czujnik przestrzenny Sensore ambientale Prostorové čidlo teploty

4 Flap - inlet (fresh air) Клапан свежего воздуха Klapa świeżego powietrza Aletta – Aria fresca Klapka pro čerstvý vzduch

5 Flap - outlet Клапан отработанного воздуха Klapa wydechu Aletta - Scarico Klapka pro odvodní vzduch

6 Water pump Водяной насос (конденсат) Pompa wodna Pompa dell‘acqua Vodní čerpadlo

7 RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8 C/O - cooling/heating C/O - охлаждение/ обогрев C/O - chłodzenie / ogrzewanie C/O – raffreddamento/riscaldamento C/O - chlazení/topení

9 Direct evaporator - ERROR Прямой выпариватель - ERROR Prosty parownik – ERROR (błąd) Evaporatore diretto – ERROR Přímý výparník - ERROR

10 Direct evaporator - defrost Прямой выпариватель - РАЗМОРОЗКА Prosty parownik - odmrażanie Evaporatore diretto - SCONGELAMENTO Přímý výparník - ODMRAŽOVÁNÍ

11 External control -ON/OFF Внешнее управление Sterowanie zewnętrzne  Wł./Wył. Accensione/spegnimento esterno Externí ovládání ON/OFF

12 Alarm - FIRE Пожарный извещатель Wejście stycznika pożarowego Fiamma Poplach - FIRE

13 BOOST regime Функция Boost Funkcja BOOST Boost Režim BOOST

14 Recuperator - ERROR Ошибка рекуператора Usterka rekuperatora Errore – recuperatore Chyba rekuperátoru

15 The air quality sensor - power supply CO2/RH/VOC - источник питания CO2/RH/VOC - zasilanie CO2/RH/VOC - alimentazione Čidlo kvality vzduchu - napájení

16 The air quality sensor - control signal CO2/RH/VOC - данные CO2/RH/VOC - data CO2/RH/VOC - dati Čidlo kvality vzduchu - ovládání

17 Presence sensor Датчик движения Czujnik ruchu Sensore di presenza Čidlo přítomnosti

N - Neutral
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52VV.Creating innovative solutions for you and your business since 1995.

1. INSTALLATION

RGJ3-VCES2-CO-*-E RGJ3-VCES2-CO-*-S RGJ3-VCES2-SU-*-V

SUPERIOR SLAVE

5 4 23

1
ENRUPLITCS

1SMU - power supplyСмесительный узел – источник питанияUkład mieszający  zasilaniePunto di miscelazione - alimentazioneSMU - napájení

2Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3Spatial sensorВнутренний датчикCzujnik przestrzennySensore ambientaleProstorové čidlo teploty

4Flap - inlet (fresh air)Клапан свежего воздухаKlapa świeżego powietrzaAletta – Aria frescaKlapka pro čerstvý vzduch

5Flap - outletКлапан отработанного воздухаKlapa wydechuAletta - ScaricoKlapka pro odvodní vzduch

6Water pumpВодяной насос (конденсат)Pompa wodnaPompa dell‘acquaVodní čerpadlo

7RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8C/O - cooling/heating C/O - охлаждение/ обогревC/O - chłodzenie / ogrzewanieC/O – raffreddamento/riscaldamentoC/O - chlazení/topení

9Direct evaporator - ERRORПрямой выпариватель - ERRORProsty parownik – ERROR (błąd)Evaporatore diretto – ERRORPřímý výparník - ERROR

10Direct evaporator - defrostПрямой выпариватель - РАЗМОРОЗКАProsty parownik - odmrażanieEvaporatore diretto - SCONGELAMENTOPřímý výparník - ODMRAŽOVÁNÍ

11External control -ON/OFFВнешнее управлениеSterowanie zewnętrzne  Wł./Wył.Accensione/spegnimento esternoExterní ovládání ON/OFF

12Alarm - FIREПожарный извещательWejście stycznika pożarowegoFiammaPoplach - FIRE

13BOOST regimeФункция BoostFunkcja BOOSTBoostRežim BOOST

14Recuperator - ERRORОшибка рекуператораUsterka rekuperatoraErrore – recuperatoreChyba rekuperátoru

15The air quality sensor - power supplyCO2/RH/VOC - источник питанияCO2/RH/VOC - zasilanieCO2/RH/VOC - alimentazioneČidlo kvality vzduchu - napájení

16The air quality sensor - control signalCO2/RH/VOC - данныеCO2/RH/VOC - dataCO2/RH/VOC - datiČidlo kvality vzduchu - ovládání

17Presence sensorДатчик движенияCzujnik ruchuSensore di presenzaČidlo přítomnosti

N - Neutral

Entrée
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24VGND

GND

GND

CAPTEUR 
PRÉSENCE

DX GENERAL ERROR
(settable)

DX DEFROST 
(settable)

230VAC

GND

21
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defrost

24VAC
POWER SUPPLY

 MIX POINT
MIX. POINT / OUTDOOR 

UNIT DX

INPUT

MAIN ELECTRIC SUPPLY

EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh airOUTLET DX = ON/OFF 
(Output for outdoor unit)

Control panel
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CONTROLFIRE WATER
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ENRUPLITCS

1SMU - power supplyСмесительный узел – источник питанияUkład mieszający  zasilaniePunto di miscelazione - alimentazioneSMU - napájení

2Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3Spatial sensorВнутренний датчикCzujnik przestrzennySensore ambientaleProstorové čidlo teploty

4Flap - inlet (fresh air)Клапан свежего воздухаKlapa świeżego powietrzaAletta – Aria frescaKlapka pro čerstvý vzduch

5Flap - outletКлапан отработанного воздухаKlapa wydechuAletta - ScaricoKlapka pro odvodní vzduch

6Water pumpВодяной насос (конденсат)Pompa wodnaPompa dell‘acquaVodní čerpadlo

7RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8C/O - cooling/heating C/O - охлаждение/ обогревC/O - chłodzenie / ogrzewanieC/O – raffreddamento/riscaldamentoC/O - chlazení/topení

9Direct evaporator - ERRORПрямой выпариватель - ERRORProsty parownik – ERROR (błąd)Evaporatore diretto – ERRORPřímý výparník - ERROR

10Direct evaporator - defrostПрямой выпариватель - РАЗМОРОЗКАProsty parownik - odmrażanieEvaporatore diretto - SCONGELAMENTOPřímý výparník - ODMRAŽOVÁNÍ

11External control -ON/OFFВнешнее управлениеSterowanie zewnętrzne  Wł./Wył.Accensione/spegnimento esternoExterní ovládání ON/OFF

12Alarm - FIREПожарный извещательWejście stycznika pożarowegoFiammaPoplach - FIRE

13BOOST regimeФункция BoostFunkcja BOOSTBoostRežim BOOST

14Recuperator - ERRORОшибка рекуператораUsterka rekuperatoraErrore – recuperatoreChyba rekuperátoru

15The air quality sensor - power supplyCO2/RH/VOC - источник питанияCO2/RH/VOC - zasilanieCO2/RH/VOC - alimentazioneČidlo kvality vzduchu - napájení

16The air quality sensor - control signalCO2/RH/VOC - данныеCO2/RH/VOC - dataCO2/RH/VOC - datiČidlo kvality vzduchu - ovládání

17Presence sensorДатчик движенияCzujnik ruchuSensore di presenzaČidlo přítomnosti

N - Neutral
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UNIT DX
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EXT. SENSOR
(two-wire shielded cable)

or

INLET -Fresh airOUTLET DX = ON/OFF 
(Output for outdoor unit)
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ENRUPLITCS

1SMU - power supplyСмесительный узел – источник питанияUkład mieszający  zasilaniePunto di miscelazione - alimentazioneSMU - napájení

2Control signal (adjustable: SMU, heater/
cooler)

Управляющий сигнал (регулируемый: SMU, 
обогреватель/кулер)

Sygnał sterujący ( do nastawienia  : SMU,heater/
cooler)

Segnale di controllo (impostabile: SMU, heater/
cooler)

Řídící signál (nastavitelné: SMU, heater/
cooler)

3Spatial sensorВнутренний датчикCzujnik przestrzennySensore ambientaleProstorové čidlo teploty

4Flap - inlet (fresh air)Клапан свежего воздухаKlapa świeżego powietrzaAletta – Aria frescaKlapka pro čerstvý vzduch

5Flap - outletКлапан отработанного воздухаKlapa wydechuAletta - ScaricoKlapka pro odvodní vzduch

6Water pumpВодяной насос (конденсат)Pompa wodnaPompa dell‘acquaVodní čerpadlo

7RUN function (adjustable in units with direct 
evaporator: 0-10V/ON-OFF)

Функция RUN (у модулей с прямым 
выпаривателем можно настроить: 0-10V/ON-OFF)

Funkcja RUN (u jednostek z parownikiem bez-
pośrednim  do nastawienia : 0-10V/ON-OFF)

Funzione RUN (impostabile per le unità dotate 
dell’evaporatore diretto: 0-10V/ON-OFF)

Funkce RUN (nastavitelné s jednotkou s 
přímím výparníkem 0-10V / ON/OFF)

8C/O - cooling/heating C/O - охлаждение/ обогревC/O - chłodzenie / ogrzewanieC/O – raffreddamento/riscaldamentoC/O - chlazení/topení

9Direct evaporator - ERRORПрямой выпариватель - ERRORProsty parownik – ERROR (błąd)Evaporatore diretto – ERRORPřímý výparník - ERROR

10Direct evaporator - defrostПрямой выпариватель - РАЗМОРОЗКАProsty parownik - odmrażanieEvaporatore diretto - SCONGELAMENTOPřímý výparník - ODMRAŽOVÁNÍ

11External control -ON/OFFВнешнее управлениеSterowanie zewnętrzne  Wł./Wył.Accensione/spegnimento esternoExterní ovládání ON/OFF

12Alarm - FIREПожарный извещательWejście stycznika pożarowegoFiammaPoplach - FIRE

13BOOST regimeФункция BoostFunkcja BOOSTBoostRežim BOOST

14Recuperator - ERRORОшибка рекуператораUsterka rekuperatoraErrore – recuperatoreChyba rekuperátoru

15The air quality sensor - power supplyCO2/RH/VOC - источник питанияCO2/RH/VOC - zasilanieCO2/RH/VOC - alimentazioneČidlo kvality vzduchu - napájení

16The air quality sensor - control signalCO2/RH/VOC - данныеCO2/RH/VOC - dataCO2/RH/VOC - datiČidlo kvality vzduchu - ovládání

17Presence sensorДатчик движенияCzujnik ruchuSensore di presenzaČidlo přítomnosti

N - Neutral
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56

1 SLAVE unit connection

2 External control - (input, ON/OFF)

3 Room Thermostat (input, NO/NC)

4 DOOR contact (input, NO/NC)

5 Control signal from MASTER unit

6 Water ventil signal (0-10V) - only for SUPERIOR

6

24V GND HEAT
0-10V

24V GND 0-10V
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Max 150m

MASTER SLAVE no.1

The total bus length of all chained curtains must not exceed 150m!!!

SLAVE no.2 SLAVE no.10

SLA-
VE

no.1 1
no.2 2
no. 3 3
no. 4 4
no. 5 5

SLA-
VE

no. 6 6
no. 7 7
no. 8 8
no. 9 9
no. 10 A

SLAVE

SL
AV

E
SL

AV
E

M
A

ST
ER

A

A

A

A

B

B

B

B

GND
GND

GND

GND

A
B

GND

1. INSTALLATION
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1. INSTALLATION
Positions of temperature sensors

Outlet air temperature - already in product Inlet air temperature - already in product

Temperature of return water Room temperature sensor - accessories

Outside temperature - sensor included

Outside temperature sensor is recommended to 
be installed on North side of building, protected 
against direct sunlight or any other unwanted 
heat radiation.
Temperature sensor is recommended to install 
to an cover box, which should contain small hole 
for better results. Sensor is water protected. 

2 ~ 2,5m
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2. EXTERNAL ACCESSORIES
2.1 CONNECTING EXTERNAL ACCESSORIES

  PLEASE NOTE

•  The unit must be disconnected from the power supply to connect accessories.
•  All external control components must be connected according to the wiring diagram.
•  The connectors must be connected to the electrical board with adequate force and always perpendicular to the base.

2.1-1 DS door contact

  TECHNICAL INFORMATION

– suitable for all SM regulation
- Isolated switching contact with maximum voltage 230V, 6A
- IP67, can be connected as a break or switching contact

  CAUTION!

Not included with the product.

2.1-2 DK-1 / DK-B3 door contact

TECHNICAL INFORMATION

- Isolated switching contact with maximum voltage 12V. 
Cable - Two-core cable with a cross section of 0,5 mm2. - Maximum length: 50 m

  CAUTION!

Not included with the product.

2.1-3 Thermostatic valve – TV1/1

TECHNICAL INFORMATION

– Thermostatic valve to regulate the water exchanger
– Suitable for all types of curtain with water exchanger 
- Works independent to the electronic controls

 CAUTION!

Not included with the product.

2.1-4 Zone valve ZV3-24V

TECHNICAL INFORMATION
 
– Zone valve to regulate the water exchanger 0-10V
– Cable - Four-core with a cross-section of 0.5 mm2 Supply 24 V/ 50/60 Hz, control tension 0-10V 
 

 CAUTION!
Not included with the product.
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2. EXTERNAL ACCESSORIES

2.1-5 Room thermostat - TER-P

                                                          
                                                        TECHNICAL INFORMATION

                                                                        - Room thermostat to regulate heating
                                                                        – Cable - Two-core cable with a cross-section of 1.5 mm2, 230 V/ 50 Hz.

                                                                      
                                                                           

    
             

  CAUTION!

Not included with the product.

3. COMMISSIONING
   PLEASE NOTE

Before starting up the unit, check the following:

• Did you leave inside tools or objects that could damage the unit?
• Is the supply of energy and heating water (if applicable) adequate?
• Is the unit well closed?
• Is the control module properly connected?
• Does the unit have adequate protection according to the applicable standards?
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4. MAINTENANCE

4.1 CLEANING
   CAUTION!

• Do not use compressed air, chemicals, solvents or water to clean the unit.
• Use a soft brush or a vacuum cleaner to clean the suction cover and the inside of the unit.
• See the installation manual of the ESSENSSE NEO curtain

5. SERVICE

5.1 IF YOU ARE UNABLE TO REPAIR THE UNIT
If you were unable to solve a problem, contact the supplier or the representative of 2VV. Warranty and post-warranty 
service are provided by the supplier or an authorised service included in the list available at the supplier’s.

Give the following information to the supplier or service:
– type designation of the air curtain
– accessories in use
– place of installation
- serial number
– conditions of the installation (incl. electrical)
– period of operation
– detailed description of the malfunction

5.2 – DECOMMISSIONING THE PRODUCT – LIQUIDATOIN
Before scrapping the product, make it unusable. Old products still have raw materials that can be reused. Take them to 
a collection centre for secondary raw materials. It is preferable to have the product liquidated by a specialist so that the 
recyclable materials may be reused. Take the unusable parts to an appropriate waste disposal site.

The liquidation of materials must observe the applicable waste management regulations.
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6. WIRING DIAGRAM
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7. CONCLUSION

7.1 CONCLUSION
In case of any doubt or query, do not hesitate to contact our sales or technical support departments.

www.2vv.cz2VV, s.r.o.
Fáblovka 568
533 52 Pardubice
Czech Republic

support@2vv.cz+420 466 741 811


